
MSP-T
Issue Date: October 1984

U.S. DEPARTMENT Of LABOR
Occupational Safety and Htalih Administration

MATERIAL SAFETY DATA SHEET

OMB N«. 44-MIM7

Rtquirtd unoV USDL Safety and Htilth RtguUtibni for Ship Rtptiring,
Shipbuilding. >nd ShipUoklng (29.CFR 1015. 1916. 1917)

SECTION I
MANUFACTURE ITS NAME

Arcair Co.
NO.

(614) 653-5618

Ohio 43130
CMCMlCAL NAME AND 1VMONYUJ
Flux coatecf tmia steel bundy tubing TMAPE NAMI AND »VNONVMS

sTTce/Cutting Rod
Cft'MICHetai At. FAMILY

oxides coated :n s*.eel
Ft •MUCA
Mixture of Metaloxldes on Iron

SECTION II • HAZARDOUS INGREDIENTS

TAINTS. PMISIM VATIVES. 1 tOLVINTS TIV ALLOYS AND MITALLK COATINOS
TLV

(UniBl

•ASC MCTAU

AtLOVl

VCHICLC MCTALLIC COATINGS

Hhen placed Into service, an electric arc 1s created as in welding generating
Intense~tieat, ultraviolet (U.V.) rays, fumes and gases. The cutting arc 1s Intense

and visibly bright. Its radiation can damage eyes, penetrate lightweight clothing
and burn the skin and eyes. Cutting may produce harmful accumulations of toxic

fur.cs. Note: SLICE rods are not to be used for underwater applications - see
Sea-jet underwater electrodes.

SECTION III - PHYSICAL DATA

KMUNO POINT (*r.i

VATON »MUSUM (fwn H|.|

VAPOR OCNSITV | AIM* 11

•OUAIUTV IN MATCH

N/A

N/A

N/A

Insoluble

AM«AHANCCANOOOOII Coated, tubular rod
.

irtctrtc OKAvrrv IM,O*D

rtuct NT. VOLATIUC
av VOLUME (%)
CVA»OMATION MATE
l,_ -11

N/A

N/A

N/A

SECTION IV . FIRE AND EXPLOSION HAZARD DATA
ilAV<«3'"*TJi*«"15«i— «l L j j* u ...J»t*««**Wjt LIMIT*Culling art ana sparks can Ignite combustibles
IXTINOUItMIMC MCOIA

BBWr-WWWttTO^iT Standard 249.1
mation during cutting operations.

•

for fire prevention and orotftfti10" infor-
• ... • .:

UNUSUAL riNC AND Cxn.OtlON MAtAMDl ... - , . - ... ^ . At ADo not cut in areas where. cpmpus.t1ble.s are located. Cuttinn omntw rnntamgrt that

held combustibles may cause an explosion. — — II.9FPA SF

PACE (1)

1265492



RCTION V • HEALTH HAZARD DATA
TMACtMOuO LIMiT VA^OC *

Airborne concentration limits may be exceeded when lead -. cadmium
ji^tcTt of ovtftxPotuMK bearlna
Exposure to fumes may cause dryness and *

Irritation 1n the throat followed by couahlnQ. shortness of b.rea.th

- and bervlJium -
materials are cut

. fever and ehllU
JIMl NOKNCY AND rtMlT AID KftOCfOUftU . . . . . .
Remove person to fresh air and seek medical attention.

:

SECTION VI • REACTIVITY DATA
STABILITY

iNCOM»ATA«ii.fTY
Combustibles

CONDITIONS TO AVOID

HAZARDOUS OKCOM*>OIITieM MOOUCTB
Fumes generated during cuttli
HAZARDOUS
POkVMtMtXATION

no mav contain a variety of ha?ardmi<
MAY OCCUN

WltX.HOT

TO AVOID

SECTION VII • SPILL OR LEAK PROCEDURES
STCI/A8 •( TAKtN IN CA1C MATtMIAl. It NCkiAStO ON

WASTt OI»»O|AL MtTMDO
Sanitary landfill

SECTION VIII - SPECIAL PROTECTION INFORMATION
• LS'iAATORV PAOfCCTlON (5pt(lff tyftf
Wnen cutting lead-, cadmium-, zinc-, mercurv-. and bervllium-h*arlnn mi

VtNTILATION
VOCAt. CMMAUST S'lCiAu
Wnen cutting coated metals

ir*r1«1

RequireS^to'lBrevent accumulation of fumes
VOTfCTIVf OLOVIS _ I BV« r«OTtCTiON
Teatner, Tlameproof Welding helmet 1 shield with
OTH1M 9KOTCCTIVC IOU\»MINT .,
long-sleeve clotntng. hat. saf f tv thop« *nrf \r n«ra««»ry a flame-oroof

filter shad*

aornn
no. 9

SECTION IX • SPECIAL PRECAUTIONS
'•(CAUTIONS TO BC
CIITTINR UARNLN

TO YOUR HEALTH

YeMe"AmVrTc°aTn0R

TAMCN IN HAMOWING AND STOMINO
r.<;i r/niTtfiNi Apr RAV<; TAN TN.HIDP rvrc nmrc y^v ftr HA7AQnnn<:

. 'Avoid breathing fumes (smoke). Use onlv In ventil»t»rf »r**<

ational Standard .Z49.1 . "Safetv 1n Welding and CufUnp «

(aterlal Safety Data Sheet Is furnished without charge to responsible persons who use It
ir discretion and risk. Although the Information tnd suggestions contained herein have

compiled from sources believed to be reliable, there 1s no warranty of any kind, express
iplied, as to the completeness or accuracy thereof.

89-230-848


